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INFORMATION BULLETIN 

CORCHEM® 207 PHENOL NOVOLAC TANK LINING 
SPRAY APPLICATION EQUIPMENT GUIDE 

MIXING Material is supplied in containers as a pre-measured kit.  Complete units should be stored, 
mixed and applied in accordance with Technical Bulletin. 

MIX RATIO 4:1 – 4 parts Component A (epoxy) to 1 part Component B  (amine) 

WORKING POT LIFE Approximately 1 hour at 70°F (mixed 1-gallon kit), Pot life is significantly shorter for 
higher temperatures and larger quantities and longer for lower temperatures or 
smaller quantities.  

AIRLESS SPRAY 
(PLURAL COMPONENT) 

Suitable – CORCHEM® 207 does not require plural component spray. If selected, Contact 
CORCHEM® for detailed Application Equipment Guide.  (DO NOT THIN) 

AIRLESS SPRAY 
(HOT POT) 

Recommended – Graco or equal.  Pump ratio 60:1 or higher, WiWa 500 F or Graco XTR7 
gun with HD RAC (Reverse-A-Clean) housing, XHD RAC SwitchTip fluid tip of .023" or 
larger orifice size, 3/8" I.D. or larger high-pressure solvent resistant fluid line, 1/2" I.D. or 
larger air supply line.  Continuous air source capable of 80 to 100 psi inbound pressure at 
pump. 

AIR SPRAY 
(PRESSURE POT) 

Suitable – Binks or equal.  Pressure pot with mechanical agitator, dual regulators, air-
gauges, and oil and moisture separators.  No. 2001 gun (external mix), 68SS fluid nozzle, 
568 fluid needle, 68 PB air cap, heavy-duty fluid spring, Teflon fluid packing, 3/8" I.D. or 
larger high solvent resistant fluid line and 3/8" I.D. or larger air-supply line.  Continuous air 
source capable of 20 cfm or more at 80 psi per nozzle and 60 psi to the pot. 

Regulate pressure as required for proper application.  Proportionally adjust pressure higher 
for smaller hose diameter and/or longer hose length and adjust pressure lower for larger 
hose diameter and/or shorter hose length.  Select tip angles and orifice diameters 
according to application needs. 

BRUSH Suitable – Short hair or natural bristle.  May be used for touch-up of small areas or for 
stripe coating of welds and edges. 

ROLLER Suitable – Short nap synthetic covers for back rolling.  Ribbed metal roller for hand lay-up 
application. 

CLEAN UP Suitable – CORCHEM® 4 Epoxy/Phenolic Thinner is a special formulated blend of 
chemical solvents designed for thinning and/or clean-up of certain designated 
CORCHEM® products. 
Not suitable – Methyl Ethyl Ketone (MEK) is NOT recommended as a sole cleanup solvent.  
MEK alone is not sufficient to adequately clean equipment of all ingredients / components 
of this material. 

Do not allow mixed material to remain in pump, pot, hoses, gun and/or tip.  
Thoroughly flush these with CORCHEM® 4 thinner or MEK. 
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