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PRODUCT BULLETIN 

CORCHEM® 207 PHENOL NOVOLAC TANK LINING 

GENERAL Superior proprietary formulation consisting of Epoxy Phenol Novolac (EPN) resins reacted 
with a modified, multiple ring cycloaliphatic amine.  When cured, this “multi-functionality” 
allows for a high degree of cross-linking, the resulting polymer structure is extremely 
chemical and abrasion resistant, even in elevated pressures & temperatures.  CORCHEM® 
207 is designed for single coat application with an extended pot life compared to typical 
100% solids materials.  This unique product offers the high performance, rapid return-to-
service, and savings of a 100% volume solids lining while allowing the more traditional 
application methods using existing equipment.  It is suitable for application by both airless 
and conventional spray methods unlike typical 100% solids materials that are intended only 
for application by plural component spray equipment.  CORCHEM® 207 is formulated to 
cure at ambient temperatures and to be extremely adhesive, hard, tough, and abrasion 
resistant.  It provides a similar pot-life to solvent bearing materials and is faster curing at 
ambient temperatures in both shop and field application environments. 

USE Principally designed for upstream oil & gas production equipment including, storage vessels, 
separators, heater treaters, free water knockouts, frac tanks, tank trucks, clarifiers, filters, 
piping and processing equipment handling oil field products at elevated temperature and 
pressure including hot sour crude, brine waters, and drilling muds.  It will provide a high 
degree of protection against corrosive moisture, fumes, carbon dioxide, hydrogen sulfide, 
methane gases, industrial water and produced water solutions containing salts, detergents, 
many acids, alkalis, and other chemicals.  Use as a heavy-duty chemical resistant protective 
lining. 

COLORS / FINISH Blue, Gray & White / Gloss, See Technical Bulletin for further information. 

PACKAGING 1-gallon and 5-gallon pre-measured packaged kits. 

COMPONENTS Two.  By volume 4 to 1 (Component A : Component B). 
Component A is resin and Component B is amine. 

HAZMAT DATA Hazard Class 9 – Environmentally Hazardous Substance (Component A), Hazard Class 8 – 
Corrosive (Component B).  This material ships in any quantity via common carrier only.  Refer to 
individual Component’s Safety Data Sheet for complete Hazmat and Safety information. 

SHELF LIFE 2-years from shipment date protected between 40°F and 100°F in its original sealed container. 

VOLUME SOLIDS 98% 

VOC CONTENT 35.94 gms/l or 0.30 lbs/gal.  Conforms to 40 CFR §59.402 VOC content limits. 

DRY FILM THICKNESS Normal / typical dry film thickness of 12 mils to 20 mils. 
See Technical Bulletin for further information. 

POT LIFE Approximately 1 hour at 70° F (mixed 1-gallon kit). 
See Technical Bulletin for further information. 

THINNER CORCHEM® 4 Epoxy / Phenolic Thinner.  See Technical Bulletin for further information. 
TEMPERATURES Apply at 35°F to 125°F (Air and Surfaces) and 5°F above the dew point. 

APPLICATION METHODS Airless spray (hot pot) and/or conventional air spray (pressure pot), roller, brush (small areas 
and for stripe coating if required). 

CURING TIME Recoat 2-48 Hours @ 70°F.  Immersion / return to service is 48 hours @ 70°F.   
Refer to the Technical Bulletin for complete information. 

PUBLISHED TECHNICAL DATA AND INSTRUCTIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE. 
CONTACT YOUR CORCHEM® REPRESENTATIVE FOR CURRENT TECHNICAL DATA AND INSTRUCTIONS. 
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