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PRODUCT BULLETIN 

CORCHEM® 148 POLYESTER REPAIR RESIN 

GENERAL C148 is an Advanced technology isophthalic polyester resin, which cures by polymerization 
of reactive groups in the presence of peroxide catalyst.  The polymer structure is extremely 
corrosion resistant high strength, and high heat deflection temperature.  Thick film heavy-
duty polyester resin designed to cure at ambient temperature conditions to provide superior 
structural strength and protection for surfaces in corrosive physical environments.  It features 
a fast cure and early return to service time.   

USE C148 can be used for hand lay-up and spray-up applications such as repair and fabrication 
of oil field production storage tanks and containment vessels, where corrosion resistance is 
required.  It is suitable for use in petroleum products such as sour crude, industrial waste and 
brine waters; and water solutions containing salts, detergents, mild solvents, acids, alkalis, 
and other chemicals.  Provides a high degree of protection against corrosive moisture, 
vapors, fumes, hydrogen sulfide and methane gases.  It is also resistant to petroleum 
products such as kerosene, diesel, gasoline, aviation fuels, motor oils, lubrication materials, 
greases, and aliphatic hydrocarbon solvents. 

COLORS / FINISH Clear 

VOLUME SOLIDS 100%  

DRY COVERAGE Theoretical (no loss): 1600 sq. ft. per gallon for one mil (.001) / Practical (no loss): 1360 sq. 
ft. per gallon for one mil (.001). 

DRY FILM THICKNESS Normal / standard dry film thickness of 30 – 40 mils in two or more application coats.    
Multiple applications are recommended and may be necessary to achieve the specified or 
desired film thickness or due to variations in design configurations, application equipment, 
temperature and other factors. 

COMPONENTS One. 

POT LIFE 8 - 15 minutes @ 70° F (one gallon mixed quantity).  Pot life is significantly shorter for 
higher temperatures or larger quantities and longer for lower temperatures or smaller 
quantities. 

VOC CONTENT 178 gms/l or 1.5 lbs/gal.  Conforms to United States National Volatile Organic Compound 
Emission Standards. 

THINNER CORCHEM® 16 STYRENE.  Thin only as required for proper application.  

APPLICATION METHODS Brush (small areas), and hand lay-up method. 

TEMPERATURES Apply at 50°F to 90°F (Air and Surfaces) and 5°F above the dew point. 

CURING TIME Recoat 2 - 4 Hours @ 70°F.  Final Cure for service 3 days @ 70°F. 

PACKAGING 5-gallon pail ONLY [Catalyst not included]. 

SHELF LIFE 90 days from shipment date protected between 40°F and 80°F in its original sealed 
container. 

PUBLISHED PRODUCT INFORMATION IS SUBJECT TO CHANGE WITHOUT NOTICE. [C148-1-PB-07302013] 
CONTACT YOUR CORCHEM® REPRESENTATIVE FOR CURRENT TECHNICAL DATA AND INSTRUCTIONS. 
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